
New San Diego Central Courthouse- 
Traffic Impact Analysis Report 

 
 
 
 
 

Prepared for 
 

Administrative Office of the Courts 
 
 
 
 

Prepared by 
 
 
 
 

 
 

5050 Avenida Encinas, Suite 260, Carlsbad, CA  92008 
CONTACT: DAWN WILSON 760.476.9193 dwilson@rbf.com 

 
 
 
 
 

    
 
 
 

 
Revised:  July 7, 2010 

May 12, 2010 
 

JN 25-104231.001 

 

mailto:dwilson@rbf.com


 i 

TABLE OF CONTENTS 
 

EXECUTIVE SUMMARY ............................................................................................... 1 

INTRODUCTION ........................................................................................................... 4 

PROJECT DESCRIPTION ............................................................................................. 4 

STUDY AREA ................................................................................................................ 8 

ANALYSIS METHODOLOGY ........................................................................................ 8 

EXISTING CONDITIONS ............................................................................................. 11 

PROPOSED PROJECT ............................................................................................... 17 

TRIP GENERATION RATES ....................................................................................... 17 

FORECAST OF NET PROJECT TRIP GENERATION ................................................. 19 

DISTRIBUTION OF NEW PROJECT TRIPS ................................................................ 24 

TRIP ASSIGNMENT .................................................................................................... 24 

EXISTING PLUS PROJECT CONDITIONS ................................................................. 31 

CUMULATIVE PROJECTS .......................................................................................... 34 

CUMULATIVE CONDITIONS ....................................................................................... 37 

PARKING..................................................................................................................... 41 

CONCLUSION ............................................................................................................. 45 

 



 ii 

LIST OF EXHIBITS 
 

Exhibit 1 – Regional Project Vicinity ............................................................................... 6 

Exhibit 2 – Study Area.................................................................................................... 7 

Exhibit 3 – Existing Intersection Geometry ................................................................... 12 

Exhibit 4 – Existing Conditions Traffic Volumes............................................................ 16 

Exhibit 5 – Public Parking and Building Locations ........................................................ 23 

Exhibit 6 – Trip Distribution Percentages...................................................................... 25 

Exhibit 7 – Project Trip Assignment.............................................................................. 26 

Exhibit 8 – New Trip Assignment ................................................................................. 27 

Exhibit 9 – Redistributed Madge Bradley & Family Law Trips....................................... 28 

Exhibit 10 – Removal of Madge Bradley & Family Law Trips ....................................... 29 

Exhibit 11 – Removal of Old Jail, SD County Court Uses Within Existing Courthouse 
and Existing Office Buildings on Proposed Site ............................................ 30 

Exhibit 12 – Existing Plus Project Conditions ............................................................... 33 

Exhibit 13 – Cumulative Project Trips ........................................................................... 35 

Exhibit 14 – Trips Associated with Reuse of Madge Bradley and Family Law  ............. 36 

Exhibit 15 – Existing Plus Cumulative Conditions ......................................................... 39 

Exhibit 16 – Existing Plus Cumulative Plus Project Conditions ..................................... 40 

Exhibit 17 – Existing Parking Lot Locations .................................................................. 43 

 
APPENDICES 

 
Appendix A: Existing Traffic Count Data 
Appendix B: Existing Conditions HCM Worksheets 
Appendix C: Existing Plus Project Conditions HCM Worksheets 
Appendix D Cumulative Conditions Growth Factor Worksheet 
Appendix E: Cumulative Conditions HCM Worksheets 



 iii 

LIST OF TABLES 
 

Table 1: Intersection LOS & Delay Ranges .................................................................... 9 

Table 2: Level of Service Thresholds for Roadway Segments ...................................... 10 

Table 3: City of San Diego Level of Significance Thresholds........................................ 10 

Table 4: Existing Condition Intersection LOS – AM Peak ............................................. 14 

Table 5: Existing Conditions Roadway Segment LOS .................................................. 15 

Table 6: Trip Generation Rates – County Court Building .............................................. 18 

Table 7: Trip Generation – Family and Probate Court (No Jury Calls) .......................... 19 

Table 8: Forecast Trips Generated by New Courtrooms and Courtrooms Relocated 
from Outside Downtown San Diego ............................................................. 20 

Table 9: Existing Trips to be Redistributed ................................................................... 21 

Table 10: Existing Trips Associated with Removal of Uses within the Study Area ........ 22 

Table 11: Existing Plus Project Conditions Intersection LOS – AM Peak ..................... 31 

Table 12: Existing Plus Project Roadway ADT Volumes and LOS ............................... 32 

Table 13: Comparison of Court Room Trip Generation with Office Space Trip 
Generation Madge & Family Court Room Relocation ................................... 34 

Table 14: Cumulative Conditions Intersection LOS AM Peak Hour .............................. 37 

Table 15: Cumulative Conditions Roadway ADT Volumes and LOS ............................ 38 

Table 16: Occupancy Survey - Surface Parking Lots 
in Immediate Vicinity of Project Site ............................................................. 42 

 
  



 
 

1 

EXECUTIVE SUMMARY  

The Administrative Office of the Courts (the “AOC”) has proposed construction of a New 
San Diego Central Courthouse in the downtown area of the City of San Diego (the 
“City”). This study analyzes the forecast traffic impact of the proposed courthouse 
project. The proposed location is bound by B Street to the north, C Street to the south, 
State Street to the east, and Union Street to the west. An office building and a pay 
parking lot currently occupy the site.  

The proposed project will include 71 courtrooms. Of the 71 courtrooms, 59 will be 
relocated from the existing courthouse immediately east of the proposed project site. 
Ten of the 71 courtrooms will be relocated from the Madge Bradley and Family Law 
Courthouse several blocks east of the proposed site. One courtroom will be relocated 
from Kearney Mesa and one new courtroom will be added. Sixty of the 71 court rooms 
will provide for jury trials, and the remaining courtrooms will serve probate, family court, 
and small claims and will not have a jury call. Only two of the courtrooms, the new 
courtroom and the relocated courtroom from Kearney Mesa, will generate new trips into 
downtown.  

Construction of the new building will displace one existing office building and a public 
parking lot (181 spaces). The AOC will also demolish the County Courthouse and Old 
Jail, which provide space for County of San Diego employees and employees 
supporting detention operations in the Old Jail. The removal of these buildings will 
reduce the traffic, parking demand, and parking supply in the study area. The AOC has 
no current plans to redevelop the existing County Courthouse site. The Madge Bradley 
and Family Law Courthouse will provide office space for other tenants.  

The proposed project will generate approximately 134 new trips per day. Another 721 
trips per day will redistribute through downtown to account for the relocation of the 
Madge Bradley and Family Law courthouses.  Combined, the redistribution of trips and 
the new trips will generate approximately 385 new trips during the a.m. peak period.   

In addition to evaluating traffic operating conditions, this report also discusses the 
project’s parking demands. The proposed courthouse will provide approximately 60 on-
site underground spaces for judges and key courthouse staff. All others will be required 
to park off site in the existing surface parking lots, public parking structures or on the 
street. In addition to the existing offsite demand, a total of 370 parking spaces will be 
needed to serve the new courthouse.  

This study analyzed the traffic operating conditions for the following intersections and 
roadway segments:  
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Study Intersections 
 Ash Street / Union Street 
 Ash Street / Front Street 
 First Avenue / A Street 
 B Street / State Street 
 B Street / Union Street 

 B Street / Front Street 
 C Street / State Street 
 C Street / Union Street 
 Broadway / State Street 
 Broadway / Union Street 

 

Study Roadway Segments 
 Ash Street:  Columbia Street to State Street 

State Street to Union Street 
Union Street to Front Street 
Front Street to First Avenue 

 A Street:   Columbia Street to State Street 
State Street to Union Street 
Union Street to Front Street 
Front Street to First Avenue 

 B Street:   Columbia Street to State Street 
State Street to Union Street 
Union Street to Front Street 

 C Street:   Columbia Street to State Street 
 Broadway:   Kettner Boulevard to India Street 

Union Street to Front Street 
Front Street to First Avenue 

 State Street:  Ash Street to A Street 
B Street to C Street 
C Street to Broadway 

 Front Street:  Ash Street to A Street 
A Street to B Street 

 First Avenue:  Ash Street to A Street 
     A Street to B Street 

 
This traffic impact study was prepared in accordance with the City of San Diego Traffic 
Impact Study Manual (2003). The City’s goal for acceptable levels of service is LOS D 
or better at signalized intersections and along roadway segments.  Existing a.m. peak 
hour and daily roadway segment traffic volume was collected specifically for this study in 
April 2010. Operational analysis shows all intersections and roadway segments operate 
at LOS D or better.  
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Project-generated trips calculated were based on rates established for similar facilities, 
categorized into jury and non-jury trials.  Trips were then to the roadway network, and 
added to the existing a.m. peak hour and daily volumes to determine the short-term 
project impacts. The addition of the forecast project-generated trips to the existing 
conditions does not change the LOS from acceptable to deficient at the study 
intersection or along study roadway segments. Therefore, there are not forecast 
significant impacts for the study intersections and segments under Existing Plus Project 
conditions.  

The AOC forecasts that the project will open in the year 2016.  To evaluate traffic 
operations for the project opening year, a growth rate factor of two percent per year was 
applied to all existing conditions traffic volumes.  The growth factor is based on existing 
ADT volumes and forecast year 2030 ADT volumes reported in the Downtown 
Community Plan Update. This report evaluates cumulative condition with and without 
the proposed project.  

Based on City of San Diego significant impact thresholds, no direct project impacts are 
identified for Existing or Cumulative conditions. Therefore, no mitigation is required.  

The project will provide approximately 60 on-site parking spaces for judges and key 
court staff. All other vehicles will park off-site in public parking lots. An inventory of 
available public surface parking lots found 874 parking spaces within a three block 
radius of the project site. A field occupancy survey conducted in March 2010 revealed 
that at 8:30 a.m., when the peak demand for parking for the courts would be occur, 
approximately 45% of the total surface parking spaces were unoccupied. The project will 
need 370 parking spaces to accommodate the forecast a.m. peak period traffic forecast. 
Clearly this demand could be met by the surface parking spaces alone, with 395 parking 
spaces available at 8:30 a.m. However, there are over 1,700 public parking spaces 
available in parking structures near the project site. Therefore, there is sufficient parking 
within the three block radius to meet the a.m. peak parking demands of the courthouse.  

The construction of the new courthouse will result in the removal of a 181 public parking 
lot.  The project will also reduce the demand for parking with the removal of the office 
buildings that exist on this site and other uses that will be removed with the demolition of 
the existing courthouse (Old Jail and San Diego County office space).  According to the 
trip generation analysis, the removal trips associated with the demolition of the existing 
courthouse and the demolition of the existing office buildings on the proposed site will 
result in a decline in parking demand by as much as 326 vehicles.  Therefore, the 
removal of the parking lot will not negatively impact the parking supply in the project 
vicinity.   
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INTRODUCTION  

The Administrative Office of the Courts (the “AOC”) has proposed a New San Diego 
Central Courthouse project in downtown San Diego. This study analyzes the forecast 
traffic impacts of the proposed courthouse project in downtown San Diego. The project 
site is adjacent to B Street to the north, C Street to the south, State Street to the east, 
and Union Street to the west. An office building and a pay parking lot currently exist on 
the site. Exhibit 1 and Exhibit 2 illustrate the regional vicinity map and the study area 
map of the project.  

Analysts prepared this traffic impact study in accordance with the SANTEC/ITE Traffic 
Study Guidelines and City of San Diego (the “City”) Traffic Impact Study Manual (2003). 
The City’s goal for acceptable levels of service (“LOS”) is LOS D or better at signalized 
intersections and along roadway segments.  

This report evaluates the a.m. peak hour intersection and daily roadway segment 
operations for existing and Year 2016 conditions with and without the proposed project.  

PROJECT DESCRIPTION  

The proposed project will include 71 courtrooms:  

 59 courtrooms will relocate from existing County Courthouse building, 
which is adjacent to the proposed courthouse site;  

 10 courtrooms will relocate from Madge Bradley & Family Law 
Courthouse; 1 court room will relocate from Kearney Mesa; and  

 1 new courtroom will be added.  

Of the total 71 courtrooms, only the new courtroom and relocated courtroom from 
Kearney Mesa will generate new trips into downtown San Diego.  

Once the new courthouse is constructed, the Administrative Offices of the Courts (AOC) 
intends to demolish the existing building.  At the time this report was prepared, the AOC 
had no plans to redevelop the existing County Courthouse and Old Jail sites.  The 
demolition of the existing Courthouse and the existing buildings on the proposed site will 
result in a reduction in trips within the study area: 

 Construction of the new courthouse will displace one existing office 
building and a public parking lot (181 spaces).  The removal of this 
building will reduce the parking demand and the total trips within the 
study area.  
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 Staff of the County of San Diego (the “County”) occupy approximately 
56,000 BGSF of the existing County Courthouse.  These staff will move 
to a new location when the AOC prepares to demolish the existing 
courthouse.  

 The Old Jail, located within the existing courthouse, will demolished and 
will not be replaced within downtown. 
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STUDY AREA  

The project study area is based on the distribution of project-generated trips on the 
roadway network.  The list of study intersections and roadway segments is based on 
recommendations by City staff and City of San Diego Traffic Impact Study Manual. The 
traffic study includes all signalized intersections where the project will add 50 or more 
peak hour project-generated trips. Exhibit 2 shows study intersections and roadway 
segments.  

Based on these thresholds, the study area consists of the following intersections:  

 Ash Street / Union Street 
 Ash Street / Front Street 
 First Avenue / A Street 
 B Street / State Street 
 B Street / Union Street 

 B Street / Front Street 
 C Street / State Street 
 C Street / Union Street 
 Broadway / State Street 
 Broadway / Union Street 

ANALYSIS METHODOLOGY  

In accordance with the City of San Diego Traffic Impact Study Manual, this study 
analyzes the followings study scenarios:  

 Existing Conditions – Analysis of existing traffic count volumes, 
intersection geometry and existing roadway network.  

 Existing Plus Project Conditions – Analysis of existing traffic volumes 
overlaid with the forecast project-generated traffic. The existing 
intersection geometry and roadway network were used in this analysis.  

 Existing Plus Cumulative Conditions (No Project) – Analysis of 
existing traffic volumes overlaid with traffic associated with approved or 
pending projects anticipated to be constructed by the project-opening 
year.  

 Existing Plus Cumulative Plus Project Conditions – Analysis of 
existing traffic volumes overlaid with cumulative project traffic and traffic 
generated by the proposed project.  
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This study uses the 2000 Highway Capacity Manual methodology for Signalized 
Intersections to determine the operating Levels of Service (LOS) of the study 
intersections. The Highway Capacity Manual (HCM) methodology describes the 
operation of an intersection using a range of levels of service (LOS) from LOS A (free-
flow conditions) to LOS F (severely congested conditions), based on corresponding 
average stopped delay per vehicle shown in Table 1.  

Table 1: Intersection LOS & Delay Ranges 
LOS Delay (seconds/vehicle) 

Signalized Intersections Unsignalized Intersections 
A < 10.0 < 10.0 
B > 10.0 to < 20.0 > 10.0 to < 15.0 
C > 20.0 to < 35.0 > 15.0 to < 25.0 
D > 35.0 to < 55.0 > 25.0 to < 35.0 
E > 55.0 to < 80.0 > 35.0 to < 50.0 
F > 80.0 > 50.0 

Source: 2000 Highway Capacity Manual.  

The roadway segment analysis of the study area roadways is based upon roadway 
classifications and capacity thresholds defined in the City of San Diego Traffic Impact 
Study Manual.  The roadway segment level of service criteria is included in Table 2.   
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Table 2: Level of Service Thresholds for Roadway Segments 

Classification (# Lanes) 
Level of Service 

A B C D E 
Primary Arterial (6) 25,000 35,000 50,000 55,000 60,000 

Major Arterial 
Two-way (6) 20,000 28,000 40,000 45,000 50,000 

One-way (3) 10,000 14,000 20,000 22,500 25,000 

Major Arterial 
Two-way (4) 15,000 21,000 30,000 35,000 40,000 

One-way (2) 7,500 10,500 15,000 17,500 20,000 

Local 

Two-way (2) 2,500 3,500 5,000 6,500 8,000 

One-way (3) 4,000 5,500 7,500 9,000 10,000 

One-way (2) 2,500 3,500 5,000 6,500 8,000 

Collector 

Two-way (4) 10,000 14,000 20,000 25,000 30,000 

One-way (3) 7,500 10,500 15,000 18,750 22,500 

One-way (2) 5,000 7,000 10,000 13,000 15,000 

Collector (no center lane (4)) 
(continuous left-turn lane 2)) 5,000 7,000 10,000 13,000 15,000 

Collector (2) 
(no fronting property) 4,000 5,500 7,500 9,000 10,000 

Collector (2) 
(commercial-industry fronting) 2,500 3,500 5,000 6,500 8,000 

Source: City of San Diego Traffic Impact Study Manual  
 
The City’s goal for acceptable operating conditions is LOS D or better for intersections 
and roadway segments. The City’s Traffic Impact Study Manual identifies thresholds of 
significance shown in Table 3:  

Table 3: City of San Diego Level of Significance Thresholds 

LOS with Project 

Allowable Change Due To Project Impact 

Freeways Roadway 
Segments Intersections Ramp 

Metering 

V/C Speed 
(mph) V/C Speed 

(mph) 
Delay 
(sec.) 

Delay 
(sec.) 

E  
(or ramp meter delays 

above 15 min.) 
0.010 1.0 0.02 1 2.0 2.0 

F 
(or ramp meter delays 

above 15 min.) 
0.005 0.5 0.01 1 2.0 1.0 

Source: City of San Diego Traffic Impact Study Manual  
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EXISTING CONDITIONS  

Existing Roadway Circulation System  

A thorough field investigation of the existing roadway and intersection conditions was 
conducted specifically for this project. This analysis included traffic signal operations, 
lanes, parking and other factors that may affect the capacity of the roadway. A 
description of all existing roadways is provided below. Exhibit 3 shows existing 
intersection geometry and traffic signal control.  

Ash Street is a one-way westbound street providing three travel lanes. Ash Street is a 
one-way Major Street within the study area. Metered curbside parking is generally 
provided on both sides of the street.  

A Street is a one-way eastbound street providing three travel lanes.  A Street is a one-
way Major Street within the study area. Metered curbside parking is generally provided 
on both sides of the street.  

B Street is a two-lane street oriented in an east-west direction. B Street is a two-lane 
Local Street within the study area. Metered curbside parking is generally provided on 
both sides of the street.  

C Street is a one-way eastbound street providing two travel lanes. Trolley tracks runs in 
between each eastbound travel lane. C Street is classified as a two-lane Local Street 
within the study area. No curbside parking is provided along C Street. 
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Broadway is a four-lane divided road oriented in an east-west direction. Broadway is as 
a Collector Street within the study area. Most intersections through the study area have 
restricted left turn access from Broadway onto side streets. Metered curbside parking is 
generally provided on both sides of the street.  

Kettner Boulevard is a one-way southbound street from Ash Street to A Street 
providing two travel lanes and is considered a Major Street within the study area.  From 
A Street to Broadway, Kettner Boulevard is a two-lane Major Street within the study 
area.  Metered curbside parking is generally provided on both sides of the street.  

State Street is a one-way northbound street providing three travel lanes. State Street is 
a one-way Local Street within the study area. Metered curbside parking is generally 
provided on both sides of the street.  

Union Street is a two-lane street oriented in a north-south direction. Union Street is a 
two-lane Local Street within the study area. Metered curbside parking is generally 
provided on both sides of the street.  

Front Street is a one-way southbound street providing three travel lanes. Front Street is 
a one-way Major Street within the study area. Metered curbside parking is generally 
provided on both sides of the street.  

First Avenue is a one-way northbound street providing three travel lanes. First Avenue 
is a one-way Major Street within the study area. Metered curbside parking is generally 
provided on both sides of the street.  

Existing Conditions Levels of Service  

To determine the existing operation of the study intersections, intersection movement 
counts were collected on a typical weekday during the a.m. (7:30 to 9:30 a.m.) peak 
period. Since the courts typically end judicial proceedings prior to the p.m. peak period, 
there is no analysis for this time period. Average daily traffic volumes were also 
collected over a 24-hour period.  

Exhibit 4 shows existing a.m. peak hour and daily traffic volumes. Detailed count data is 
in Appendix A. Table 4 shows the results of the existing conditions a.m. peak hour 
intersection operating conditions. Detailed Highway Capacity Manual (HCM) calculation 
sheets are in Appendix B. As shown in Table 4, all intersections are currently operating 
at an acceptable LOS (LOS D or better) during the a.m. peak hours.  

Roadway segment levels of service calculations were conducted based on established 
capacity thresholds defined by roadway classification and average daily traffic volumes. 
Table 5 presents the results of the existing conditions roadway segment level of service 
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analysis. As shown in Table 5, all of the roadway segments operate at acceptable levels 
of service.  

Table 4: Existing Condition Intersection LOS – AM Peak 

Study Intersection Control Delay  -  LOS 
Ash Street / Union Street S 6.2 A 
Ash Street / Front Street S 19.9 B 
First Avenue / A Street S 17.2 B 
B Street / State Street U 9.3 A 
B Street / Union Street U 10.3 B 
B Street / Front Street S 6.1 A 
C Street / State Street U 10.9 B 
C Street / Union Street U 10.5 B 
Broadway / State Street S 0.0 A 
Broadway / Union Street S 8.5 A 

           Note:  Deficient intersection operation shown in bold. 
         Control: S= signalized , U= unsignalized 
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Table 5: Existing Conditions Roadway Segment LOS 

Roadway Location 
Class 

(# Lanes) 
LOS E 

Capacity 
Existing 

ADT V/C LOS 

Ash 
Street 

Columbia Street to State St. Major one-way (3) 25,000 11,660 0.47 B 
State Street to Union Street Major one-way (3) 25,000 12,100 0.48 B 
Union Street to Front Street Major one-way (3) 25,000 13,474 0.54 B 
Front Street to First Avenue Major one-way (3) 25,000 14,847 0.59 C 

A Street 

Columbia Street to State St. Major one-way (3) 25,000 8,740 0.35 A 
State Street to Union Street Major one-way (3) 25,000 8,422 0.34 A 
Union Street to Front Street Major one-way (3) 25,000 11,462 0.46 B 
Front Street to First Avenue Major one-way (3) 25,000 12,630 0.51 B 

B Street 
Columbia Street to State St. Local (2) 8,000 4,812 0.60 C 
State Street to Union Street Local (2) 8,000 4,994 0.62 C 
Union Street to Front Street Local (2) 8,000 3,536 0.44 C 

C Street Columbia Street to State St. Local one-way (2) 8,000 1,100 0.14 A 

Broadway 
Kettner Blvd. to India Street Collector (4) 30,000 14,070 0.47 C 
Union Street to Front Street Collector (4) 30,000 16,130 0.54 C 
Front Street to First Avenue Collector (4) 30,000 20,754 0.69 D 

State 
Street 

Ash Street to A Street Local one-way (3) 10,000 2,190 0.22 A 
B Street to C Street Local one-way (3) 10,000 3,800 0.38 A 
C Street to Broadway Local one-way (3) 10,000 3,221 0.32 A 

Front 
Street 

Ash Street to A Street Major one-way (3) 25,000 16,025 0.64 C 
A Street to B Street Major one-way (3) 25,000 14,532 0.58 C 

1st 
Avenue 

Ash Street to A Street Major one-way (3) 25,000 19,860 0.79 C 
A Street to B Street Major one-way (3) 25,000 15,849 0.63 C 

Note: Deficient roadway segment operation shown in bold.
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PROPOSED PROJECT  

The proposed project will include 71 courtrooms.  Of the 71 courtrooms, 59 will relocate 
from the existing County Courthouse located immediately east of the proposed project 
site.  Ten of the 71 courtrooms will relocate from the Madge Bradley and Family Law 
Courthouse, which are several blocks northeast of the proposed site.  One courtroom 
will relocate from Kearney Mesa, and the project will add one new courtroom. Sixty of 
the 71 court rooms will provide for jury trials while the remaining will serve probate, 
small claims, and family court and will not have a jury call. Only 2 of the 71 courtrooms, 
the new courtroom and the relocated courtroom from Kearney Mesa, will generate new 
trips into downtown. The project will provide approximately underground 60 parking 
spaces on the project site for judges and key staff of the court system. All other project-
related parking will occur offsite.  

The proposed courthouse site contains approximately 45,000 BGSF of commercial 
existing office uses and an existing 181 space parking lot. The project will demolish the 
office space on the proposed site, the existing County Courthouse, and the Old Jail. The 
removal of the buildings will reduce overall existing traffic in the study area and reduce 
the existing demand for parking. However, removal of the parking lot (181 spaces) will 
reduce the existing available public parking capacity.  

TRIP GENERATION RATES  

The New San Diego Central Courthouse will operate from 8:00 a.m. to 5:00 p.m. 
Monday through Friday.  The majority of the traffic to and from the site will occur during 
the a.m. peak as most jurors and visitors leave the facility midday or in the early 
afternoon before the p.m. peak traffic operations begin. Therefore, the traffic analysis in 
this report focuses only on the a.m. peak period conditions.  

Courthouse trip generation rates are not currently published in ITE or City of San Diego 
Traffic Generation Manuals. Therefore, trip generation rates for the relocated 
courthouses are based on trip generation studies conducted for the AOC for this project 
and/or other projects in California.  

County Courthouse Trip Generation Rates  

In January 2000, the County of San Diego prepared a traffic study for the existing San 
Diego County Courthouse. In that report, the County supplied employment and trip 
information for the existing 59 courtroom County Courthouse. Information from that 
report is based on employee surveys collected in 2000:  
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Total Court Rooms: 59  
Total Employees: 750  
Total Jurors (per day): 2,100  

The research conducted for the County study showed that a total of 2.5 trips per day 
were made by each employee. In addition, each juror made 2.0 trips per day. The mode 
split percentages of those trips was:  

     Employees  Jurors 
Drive Alone:     51%   59% 
Transit:   27%   20% 
Carpool   13%   5% 
Vanpool   3%   4% 
Bike/Walk   6%   12% 

Of the total trips made to and from the courthouse, there were a total of 1,081 vehicle 
based employee trips and 2,615 juror vehicle trips per day.  This equates to 18.32 
employee and 44.32 juror trips per day per court room. Employees and most 
jurors/visitors arrive at the courthouse during the a.m. peak period (7:30 to 9:00 a.m.). 
Therefore, 50 percent of the total trips arrive during the a.m. peak. Table 6 summarizes 
the trip generation rates developed for the County Court building.  

Table 6: Trip Generation Rates – County Court Building 

Land Use Daily 
AM 

Total In Out 

Employees 
(trips per court room) 

18.32 9.16 8.24 0.92 

Visitor/Juror 
(trips per court room) 

44.32 22.16 19.94 2.22 

Family and Probate Court Trip Generation Rates  

The proposed project will include the existing 59 court rooms in the County Courthouse 
along with ten relocated courtrooms from the Family Law (1555 Sixth Avenue) and 
Madge Bradley (1409 Fourth Avenue) buildings in downtown San Diego. Neither Family 
Court or Probate Court will require jury calls. Therefore the trip generation for these 
courts includes only the employees and individuals involved in such court cases.  

In January 2010, the AOC commissioned a traffic study1 for a Family Resources 
courthouse in San Jose, California. The study showed that all employees and most 
visitors arrived at the courthouse between 8:00 and 9:00 a.m. Results of the trip end 

                                                                 
1
 Available at http://www.courtinfo.ca.gov/programs/occm/documents/santa_clara_final_mnd.pdf 
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survey conducted for a Family Court in San Jose, California (20 court rooms) indicated 
in Table 7.  

Table 7: Trip Generation – Family and Probate Court 
(No Jury Calls) 

Land Use Daily 
AM 

Total In Out 

Employees 
(trips per court room) 

23.1 11.56 10.4 1.16 

Visitors 
(trips per court room) 

49.0 24.50 22.05 2.45 

FORECAST OF NET PROJECT TRIP GENERATION  

Since the existing operations of the 59-courtroom County Courthouse are only moving 
one block west and are essentially unchanged, the project’s net trip generation includes 
three components: 1. New trips generated by the AOC’s addition of one new courtroom 
and the relocation of Kearny Mesa courtroom to the new courthouse;  2. Trips 
associated with the relocation of the existing Madge Bradley and Family Court 
courtrooms within downtown; and 3. Elimination of existing trips due to demolition of the 
buildings on the proposed courthouse site, demolition of the County Courthouse (which 
forces relocation of the County’s staff that work in the building), and demolition of the 
Old Jail  

1.  New Downtown San Diego Courtrooms  

Only trips associated with the relocation from Kearney Mesa and the one new proposed 
courtroom will generate new trips into downtown San Diego. Overall, the project will 
generate 134 new vehicle-based trips within the study area when trip generation rates 
for courthouse facilities are applied to the two new courtrooms that will be in downtown 
San Diego. There will be 68 a.m. peak hour trips. Table 8 shows trip generation rates 
developed for this project.  
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Table 8: Forecast Trips Generated by New Courtrooms 
and Courtrooms Relocated from Outside Downtown San Diego 

Land Use Daily 
AM 

Total In Out 

TRIP GENERATION RATES 

General Court (jury) 
Employees  
(trips per court room) 

18.32 9.16 8.24 0.92 

Visitors & jurors 
(trips per court room) 

44.32 22.16 19.94 2.22 

NEW TRIPS ASSIGNED TO STUDY AREA 

General Court (jury):  1 new courtroom  

Employees 18 9 8 1 

Visitors & Jury 44 22 20 2 

Family & Probate Court (non jury):  1 courtroom relocated from Kearney Mesa 

Employees 23 12 10 2 

Visitors 49 25 22 3 
New Trips Generated in 

Downtown San Diego 
134 68 60 8 

 

2.  Madge Bradley and Family Law Court Relocation to New San Diego Central 
Courthouse  

The project will relocate 10 courtrooms from the Madge Bradley and Family Law Court 
buildings that currently reside in downtown San Diego on Fourth and Sixth Avenues. 
Exhibit 5 illustrates the location of the existing buildings and the proposed court house. 
The trips associated with the relocation of the existing courtrooms within downtown are 
not new trips to downtown San Diego. As summarized in Table 9, these two courtrooms 
currently generate approximately 361 vehicle based trips during the a.m. peak period. 
The travel patterns into and around downtown for these relocated courtrooms are likely 
to shift due to the relocation of the judicial operations and their associated parking 
demand. The change in traffic patterns associated with the relocation of the Madge 
Bradley and Family Law courtrooms trips is included in the analysis of Existing plus 
Project conditions.  
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Table 9: Existing Trips to be Redistributed 

Land Use Daily 
AM 

Total In Out 

TRIP GENERATION RATES – Family & Probate (Non-Jury) (1) 

Employees  
(trips per court room) 23.1 11.56 10.4 1.16 

Visitors  
(trips per court room) 

49.0 24.50 22.05 2.45 

FORECAST RESTRIBUTED TRIPS  – Family & Probate (Non-Jury) 

Employees  
(10 court rooms) 231 116 104 12 

Visitors  
(10 court rooms) 

490 245 221 24 

Existing Trips Redistributed  in 

Downtown San Diego 
721 361 325 36 

(1) Source:  Trip generation reported for County of San Diego Courthouse & San Jose Family Resources 
Courthouse 

3.  Removal of Existing Land Uses From Proposed Project Site, County 
Courthouse, and Old Jail  

The preferred courthouse site includes an approximately 45,000 square foot set of 
buildings. There are two buildings with four stories each and a single story-building that 
is between the two larger buildings. The buildings provide office space for legal, bail 
bond, and restricted income legal support. To estimate the number of trips currently on 
the roadway network from these buildings, trip generation rates were applied to the 
existing square footage based on City of San Diego Office Building Trip Generation 
Rates.  

The County shares space in the County Courthouse with the Superior Court. The 
County’s Child Support Services and Health and Human Services occupy approximately 
56,000 square feet of space in the building. After completion of the new courthouse, the 
County’s Child Support Services, and Health and Human Services staff will vacate the 
County Courthouse. It is anticipated that these trips will leave downtown San Diego and 
were therefore removed from the study area. 

The County also leases the Old Jail from the AOC, and the County sub-leases the Old 
Jail to a private party that operates the detention facility.   With the demolition of the Old 
Jail, trips associated with that use will also be removed from the study area.  There are 
approximately 65 employees at the facility that report in on a daily basis.   Therefore, 65 
a.m. peak period trips were removed from the roadway network for this analysis of 
project related impacts. 
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The proposed project will remove the existing buildings from the proposed courthouse 
site, the County Courthouse, the Old Jail, and the existing 181 space public parking lot. 
The removal of the courthouse site’s buildings, the County’s space in the County 
Courthouse, and the Old Jail will reduce traffic volume within the study area by 
approximately 2,142 trips per day with a reduction of 326 a.m. peak period trips. Table 
10 summarizes the reduction in traffic associated with the removal of the existing 
buildings.  

Table 10: Existing Trips Associated with 
Removal of Uses within the Study Area  

Land Use Daily 
AM 

Total In Out 

TRIP GENERATION RATES 

Commercial Office Building 
(Trips per 1,000 sf) 

Ln(T) = 0.756 
Ln(x) + 3.95 13% 90% 10% 

Jail 2 trips per day 
per employee 50% 90% 10% 

EXISTING ESTIMATED TRIPS TO REMAIN 

Commercial Office Building (1) 
(removal of 45,000 sf) 

-923 -120 -108 -12 

San Diego County Office Use within 
Existing Courthouse 
(removal of 56,000 sf) 

-1,089 -141 -127 -13 

Old Jail 
(removal of 65 staff per day) -130 -65 -58 -7 

TOTAL REMOVED TRIPS -2,142 -326 -293 -33 
(1) Source:  City of San Diego Trip Generation Rates (2003) The daily trip generation rate is based on the 

equation provided in the City’s Traffic Generation Manual.  The number of trips (T) is a function of (x), 
which is number of units.  In this case, the number of units is expressed in 1,000 sf.   
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DISTRIBUTION OF NEW PROJECT TRIPS  

Exhibit 6 shows distribution percentages used in this evaluation. The distribution 
percentages were applied to the new trips generated by the site and the reassignment 
of existing downtown trips associated with the Madge Bradley & Family Law 
Courthouses. The trip distribution accounts for limited, restricted parking will be provided 
onsite and all other vehicles parking in public parking facilities near the courthouse. 
Although multiple public parking facilities are available within three blocks of the site, the 
distribution of traffic assumes drivers are primarily use two parking lots closest to the 
building. This provides for an increased concentration in trips near the courthouse and 
may represent the circulation of traffic that occurs when drivers search for available 
public parking spaces.  

TRIP ASSIGNMENT  

The new or reassigned project volumes associated with the new courthouse are 
illustrated in Exhibit 7. Exhibits 8 through 11illustrate the individual distribution or 
redistribution of trips associated with each of the components of the project that make 
up the total trip assignment:  

 New Trips to Downtown (relocation of one courtroom from Kearney Mesa & 
one new court room trip assignment) - Exhibit 8;  

 Redistribution of Madge Bradley and Family Law Courtrooms – Exhibit 9;  
 Removal of Existing Madge Bradley and Family Law Courtroom Trips – 

Exhibit 10; and  
 Removal of Existing Trips Associated with the Old Jail, Existing Buildings on 

Proposed Site and Existing San Diego County Office Space within Existing 
Courthouse – Exhibit 11 
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EXISTING PLUS PROJECT CONDITIONS  

Overlaying the trips identified in Exhibit 7 with the existing conditions traffic volumes 
provided the forecast a.m. peak traffic volumes with the proposed project.  The Existing 
plus Project traffic volumes are illustrated in Exhibit 12.  

The Existing plus Project traffic volumes were evaluated using existing conditions 
intersection geometry and traffic control. Tables 11 and 12 display results of the 
Highway Capacity Manual intersection operating conditions levels of service and 
roadway segment level of service analysis. As shown in Tables 11 and 12, all 
intersections and roadway segments are forecast to operate at an acceptable level of 
service. Detailed LOS worksheets are in Appendix C.  

Table 11: Existing Plus Project Conditions Intersection LOS – AM Peak  

Study Intersection Control 
Existing No Project Existing Plus Project Change in AM 

Peak Hour Delay Delay  -  LOS Delay  -  LOS 
Ash Street / Union 
Street 

S 6.2 A 5.8 A -0.4 

Ash Street / Front Street S 19.9 B 19.6 B -0.3 
First Avenue / A Street S 17.2 B 18.2 B 1.0 
B Street / State Street U 9.3 A 9.4 A 0.1 
B Street / Union Street U 10.3 B 10.3 B 0.0 
B Street / Front Street S 6.1 A 6.1 A 0.0 
C Street / State Street U 10.9 B 12.1 B 1.2 
C Street / Union Street U 10.5 B 10.4 B -0.1 
Broadway / State Street S 0.0 A 0.0 A 0.0 
Broadway / Union Street S 8.5 A 8.7 A 0.2 

Note:  Deficient intersection operation shown in bold;             
Control: S= signalized , U= unsignalized 
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Table 12: Existing Plus Project Roadway ADT Volumes and LOS 

Roadway Location 
Class 

(# Lanes) 
LOS E 

Capacity 
Existing 

V/C 

Existing Plus Project Change 
in V/C ADT V/C LOS 

Ash Street 

Columbia Street to State St. Major one-way (3) 25,000 0.47 11,746 0.47 B 0.00 

State Street to Union Street Major one-way (3) 25,000 0.48 11,971 0.48 B 0.01 

Union Street to Front Street Major one-way (3) 25,000 0.54 13,177 0.53 B -0.01 

Front Street to First Avenue Major one-way (3) 25,000 0.59 14,654 0.59 C 0.01 

A Street 

Columbia Street to State St. Major one-way (3) 25,000 0.35 8,714 0.35 A 0.00 

State Street to Union Street Major one-way (3) 25,000 0.34 8,088 0.32 A -0.02 

Union Street to Front Street Major one-way (3) 25,000 0.46 11,166 0.45 B -0.01 

Front Street to First Avenue Major one-way (3) 25,000 0.51 12,437 0.50 B -0.01 

B Street 

Columbia Street to State St. Local (2) 8,000 0.60 4,683 0.59 C -0.01 

State Street to Union Street Local (2) 8,000 0.62 4,710 0.59 C -0.03 

Union Street to Front Street Local (2) 8,000 0.44 3,343 0.42 B -0.02 

C Street Columbia Street to State St. Local one-way (2) 8,000 0.14 868 0.11 A -0.03 

Broadway 

Kettner Blvd. to India Street Collector (4) 30,000 0.47 14,019 0.47 C 0.00 

Union Street to Front Street Collector (4) 30,000 0.54 16,053 0.54 C 0.00 

Front Street to First Avenue Collector (4) 30,000 0.69 20,677 0.69 D 0.00 

State 
Street 

Ash Street to A Street Local one-way (3) 10,000 0.22 2,164 0.22 A 0.00 

B Street to C Street Local one-way (3) 10,000 0.38 3,157 0.32 A -0.06 

C Street to Broadway Local one-way (3) 10,000 0.32 3,131 0.31 A -0.01 

Front 
Street 

Ash Street to A Street Major one-way (3) 25,000 0.64 15,922 0.64 C 0.00 

A Street to B Street Major one-way (3) 25,000 0.58 14,429 0.58 C 0.00 

1st Avenue 
Ash Street to A Street Major one-way (3) 25,000 0.79 19,667 0.79 C 0.00 

A Street to B Street Major one-way (3) 25,000 0.63 15,746 0.63 C 0.00 
Note: Deficient roadway segment operation shown in bold. 
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CUMULATIVE PROJECTS  

Cumulative conditions evaluate the traffic operations at project opening year. To 
complete this analysis, a list of projects that are approved or are pending approval and 
are anticipated to be occupied by project opening Year 2016 according to CCDC’s 
Downtown Community Plan.  After discussing the project’s with CCDC’s Staff, it was 
determined that the development of many of the projects were uncertain, but were 
accounted for in the recent update in the Downtown Community Plan long range 
forecast (year 2030). Therefore, the year 2016 traffic volumes were determined using an 
annualized growth rate factor. An annual growth rate factor of approximately two percent 
(2%) per year was calculated based on the forecast change in volume from 2010 
(existing conditions) to 2030 (buildout of future project in downtown San Diego). 
Cumulative a.m. peak hour and ADT volumes through year 2016 are presented in 
Exhibit 13.  

Reuse of Madge Bradley Courthouse and Family Law Courthouse as Office Space  

The removal of the Madge Bradley and Family Law Courtrooms from its existing site will 
create an opening for re-use of the vacated office space use. This scenario will create 
additional trips on the roadway network. Table 13 summarizes the comparison of the 
existing court room use and the proposed office use.  As shown in Table 13, the 
conversion from courtroom to office building will generate fewer a.m. peak hour trips and 
a greater number of p.m. peak hour trips when compared to the existing use.  

New trips associated with the reuse of the Madge Bradley and Family Law Courtrooms 
as an office is shown in Exhibit 14. The 1,685 trips per day associated with the 
conversion of the Madge Bradley Courthouse and Family Law Courthouse to office 
space is accounted for in the Existing plus Cumulative plus Project Conditions.  

Table 13: Comparison of Court Room Trip Generation 
with Office Space Trip Generation 

Madge & Family Court Room Relocation 
Land Use Daily AM PM 

Total In Out Total In Out 
Trip Generation Rates (1) 
Office Building(1) 
(trips per 1,000 sf) 

Ln(T) = 0.756 Ln(x) + 3.95 13% 90% 10% 14% 20% 80% 
Forecast New Office Related Trips (2) 
Office Space 
100,000 sf Office Space 

1,685 trips per day 219 197 22 236 47 189 
Net Change in Trips  +964 trips per day -142 -128 -14 +236 +47 +189 

(1) Source: City of San Diego Trip Generation Rates (2003)  
(2) Source:  Trip generation reported for County of San Diego Courthouse & San Jose Family Resources  
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CUMULATIVE CONDITIONS  

To establish the baseline Year 2016 conditions, the growth rate factor was applied to the 
existing traffic volumes. Exhibit 15 displays existing plus Cumulative a.m. peak hour and 
average daily traffic volumes.  Using these volumes and existing intersection geometry 
and traffic control, Year 2016 baseline conditions were evaluated. Tables 14 and 15 
show the results of the intersection and roadway segment operational analysis, 
respectively.  

Project traffic was then added to the baseline 2016 volumes to evaluate the impacts in 
the project opening year. Existing Plus Cumulative Plus Project conditions are illustrated 
in Exhibit 16. As shown in Tables 14 and 15, all intersections and roadway segments 
are forecast to operate at an acceptable level of service by Year 2016. Cumulative 
conditions level of service worksheets are provided in Appendix E.  

Table 14: Cumulative Conditions 
Intersection LOS AM Peak Hour  

Study Intersection Control 
No Project With Project Change in Delay 

AM Peak Hour 
Delay  -  LOS 

AM Peak Hour 
Delay  -  LOS 

AM Peak Hour 

Ash Street / Union Street S 6.3 A 6.6 A 0.3 

Ash Street / Front Street S 20.4 C 20.6 C 0.2 

First Avenue / A Street S 17.3 B 17.1 B -0.2 

B Street / State Street U 9.6 A 9.6 A 0.0 

B Street / Union Street U 10.3 B 10.5 B 0.2 

B Street / Front Street S 6.2 A 6.2 A 0.0 

C Street / State Street U 11.1 B 11.1 B 0.0 

C Street / Union Street U 10.6 B 10.7 B 0.1 

Broadway / State Street S 11.6 B 11.6 B 0.0 

Broadway / Union Street S 15.8 B 16.3 B 0.5 

Note:  Deficient intersection operation shown in bold  Control: S= signalized , U= unsignalized  
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Table 15: Cumulative Conditions 
Roadway ADT Volumes and LOS 

Roadway Location 
Class 

(# Lanes) 
LOS E 

Capacity 

Existing 
Plus 

Cumulat
ive ADT 

Existing Plus 
Cumulative Plus 

Project Change 
in V/C ADT V/C LOS 

Ash Street 

Columbia Street to State St. Major one-way (3) 25,000 12,803 12,674 0.51 B -0.01 
State Street to Union Street Major one-way (3) 25,000 13,185 13,056 0.52 B -0.01 
Union Street to Front Street Major one-way (3) 25,000 14,693 14,397 0.58 C -0.01 
Front Street to First Avenue Major one-way (3) 25,000 16,498 16,304 0.65 C -0.01 

A Street 

Columbia Street to State St. Major one-way (3) 25,000 10,324 10,298 0.41 B 0.00 
State Street to Union Street Major one-way (3) 25,000 9,780 9,446 0.38 A -0.01 
Union Street to Front Street Major one-way (3) 25,000 12,895 12,599 0.50 B -0.01 
Front Street to First Avenue Major one-way (3) 25,000 14,332 14,139 0.57 C -0.01 

B Street 

Columbia Street to State St. Local (2) 8,000 5,683 5,555 0.69 D -0.02 
State Street to Union Street Local (2) 8,000 5,869 5,586 0.70 D -0.04 
Union Street to Front Street Local (2) 8,000 4,320 4,127 0.52 C -0.02 

C Street Columbia Street to State St. Local one-way (2) 8,000 1,384 1,152 0.14 A -0.03 

Broadway 

Kettner Blvd. to India Street Collector (4) 30,000 16,465 16,414 0.55 C 0.00 
Union Street to Front Street Collector (4) 30,000 18,400 18,323 0.61 C 0.00 
Front Street to First Avenue Collector (4) 30,000 23,174 23,097 0.77 D 0.00 

State 
Street 

Ash Street to A Street Local one-way (3) 10,000 2,642 2,616 0.26 A 0.00 
B Street to C Street Local one-way (3) 10,000 3,857 3,214 0.32 A -0.06 
C Street to Broadway Local one-way (3) 10,000 3,779 3,689 0.37 A -0.01 

Front 
Street 

Ash Street to A Street Major one-way (3) 25,000 17,198 17,095 0.68 C 0.00 
A Street to B Street Major one-way (3) 25,000 14,669 14,566 0.58 C 0.00 

1st Avenue 
Ash Street to A Street Major one-way (3) 25,000 20,186 19,993 0.80 C -0.01 
A Street to B Street Major one-way (3) 25,000 16,426 16,323 0.65 D 0.00 

Note: Deficient roadway segment operation shown in bold. 
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PARKING  
The Superior Court will vacate use of 66 parking spaces on the County-owned block 
between State Street, A Street, Union Street, and B Street and one space in the County 
Courthouse, and the new courthouse will provide approximately 110 secured 
underground parking spaces for judges and court staff. The new courthouse’s parking 
capacity eliminates part of the parking demand associated with the Superior Court’s 
consolidation of its Madge Bradley and Family Law operations, the Kearney Mesa 
courtroom, and the new courtroom.  

To determine the existing available parking around the project, an inventory of available 
public parking near the proposed courthouse site was conducted. The inventory 
revealed that there are more than 2,620 public parking spaces within a three block 
radius of the proposed project site. The parking spaces are in surface parking lots (874 
spaces) and public parking structures (1,746 spaces).   

Although the parking lots are currently shared by other uses downtown, a survey of the 
15 surface parking lots in closest proximity to the project site demonstrates that the 
existing parking lots are not fully occupied and sufficient parking is available to serve the 
proposed project.  

Table 16 summarizes the results of a survey of existing available parking in surface 
parking lots within three blocks of the project site. The survey was conducted from 7:30 
to 9:30 a.m. on March 24, 2010 specifically for this project. As shown in Table 16, the 15 
surface parking lots inventoried account for 874 parking spaces. Exhibit 16 illustrates 
the location of the surface parking lots surveyed for this project. The proposed 
courthouse site currently provides 181 parking spaces. 

Most courts require that jurors and staff report prior to 9:00 a.m. At 8:30 a.m., when a 
large portion of trips would arrive to the courts, approximately 395 spaces were 
observed to be unoccupied (45%).   
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Table 16: Occupancy Survey - Surface Parking Lots  
in Immediate Vicinity of Project Site 

Parking 
Lot 

Total 
Spaces 

Observed Unoccupied Spaces % Available at 
8:30 AM 7:30 AM 8:00 AM 8:30 AM 9:00 AM 9:30 AM 

A 61 7 8 1 6 3 1.6% 
B 163 111 85 77 60 53 47.2% 
C 49 42 32 28 23 18 57.1% 
D 45 22 17 6 0 1 13.3% 
E 17 16 15 14 10 7 82.4% 
F 22 20 16 15 15 11 68.2% 
G 19 11 13 12 9 8 63.2% 
H 68 36 30 22 20 15 32.4% 
I 58 34 26 13 13 14 22.4% 
J 88 72 62 51 43 30 58.0% 
K 40 32 28 20 20 16 50.0% 
L 28 20 17 14 11 9 50.0% 
M 34 26 21 18 15 11 52.9% 
N 94 64 49 44 28 19 46.8% 
O 88 80 67 60 50 43 68.2% 

TOTAL 874 593 486 395 323 258 45.2% 
Note: See Exhibit 16 for parking lot locations.
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The trip generation analysis showed 385 new inbound a.m. peak period trips associated 
with the project. This accounts for the one new courtroom, relocation of Madge Bradley 
and Family Law and the relocation of the Kearney Mesa courtroom.  For this analysis it 
is assumed that 15 of these trips are associated with judges or key personnel who will 
park on site in the available 60 spaces. Therefore, the a.m. peak period demand for off-
site parking is 370 vehicles.  

The existing available surface parking lots would have sufficient capacity to 
accommodate the additional parking demand for the project. Additional parking would 
also be available in the surrounding parking structures and in parking lots outside the 
three block radius. Therefore, sufficient parking capacity is available to serve this site.  

As stated previously, the existing building and existing public parking lot located on the 
proposed project site will be demolished with the construction of the new courthouse.  
With the removal of these uses, both parking demand and parking supply will be 
reduced.  The existing 181 space public parking lot will be removed from the existing 
available inventory in downtown San Diego.  With this understanding, the public parking 
lot contained on the site was not included in the evaluation of available parking capacity 
with the proposed project.   

The existing uses on the site (45,000 sf of office space) generate a demand for parking 
that will be eliminated when the courthouse is constructed.  During the survey period, 
approximately 125 of the 181 parking spaces were occupied within this lot.  
Observations showed that this lot is used by both visitors of the existing buildings and by 
those who park and walk to other destinations downtown.   In addition, removal of the 
Old Jail and the San Diego County office uses within the existing Courthouse will reduce 
the demand for parking around the project site.  According to the trip generation forecast 
for the a.m. peak period, 326 trips during the a.m. peak period would be removed.  It is 
reasonable to assume that this demand for parking would also be removed during the 
a.m. peak period when parking demand for the courthouse peaks.   

As stated previously, there are more than 2,620 parking spaces located in downtown 
within three blocks of the proposed project site (not including the existing parking lot on 
the property).  The survey showed that nearly half of these parking spaces in both 
surface lots and parking structures were available during the survey period from 7:30 to 
9:30 a.m.  Clearly the 326 a.m. peak period trips removed from the network exceeds the 
number of spaces removed (181) with the site.   
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CONCLUSION  

This study analyzes the forecast traffic impact of the proposed San Diego County 
Courthouse project in the downtown area of the City of San Diego. The proposed 
location is bound by B Street to the north, C Street to the south, State Street to the east, 
and Union Street to the west. An office building and a public parking lot currently occupy 
the site.  

The proposed project will include 71 courtrooms. Of the 71 courtrooms, 59 will relocate 
from the existing courthouse immediately east of the proposed project site. Ten of the 
71 courtrooms will relocate from the Madge Bradley and Family Law Courthouse  
several blocks northeast of the proposed courthouse site. One courtroom will be 
relocate from Kearney Mesa, and the AOC will add one new court room. Sixty of the 71 
court rooms will provide space for jury trials, while the remaining courtrooms will serve 
probate, small claims, and family court and will not have a jury call. Only two of the 
courtrooms, the new courtroom and the relocated courtroom from Kearney Mesa, will 
generate new trips to downtown San Diego.  

Construction of the new building will displace one set of existing office buildings and a 
public parking lot (181 spaces). The removal of these buildings will reduce the parking 
demand traffic in the study area.  

After the completion of the new courthouse, the courts will vacate all existing facilities. 
The AOC will demolish the existing County Courthouse and Old Jail. The AOC currently 
has no plans to redevelop the existing County Courthouse site.  

The proposed project will generate approximately 134 new trips per day. Another 721 
trips per day will be redistributed through downtown to account for the relocation of the 
Madge Bradley and Family Law courthouses. During the a.m. peak period, 385 new 
trips per day will be added to the roadway network in the vicinity of the proposed project 
site. 

In addition to evaluating traffic operating conditions, this report also discusses the 
project parking demands. The Superior Court will vacate use of 66 parking spaces on 
the County-owned block between State Street, A Street, Union Street, and B Street and 
one space in the County Courthouse, and the new courthouse will provide 
approximately 110 secured underground parking spaces for judges and court staff. The 
new courthouse’s parking capacity eliminates part of the parking demand associated 
with the Superior Court’s consolidation of its Madge Bradley and Family Law operations, 
the Kearney Mesa courtroom, and the new courtroom. All others will be required to park 
off site in the existing surface parking lots, public parking structures or on the street. In 
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addition to the existing offsite demand, a total of 370 parking spaces will be needed to 
serve the new courthouse.  

Analysts calculated project-generated trips based on rates established for similar 
facilities. Courtroom trip rates were categorized in to jury and non-jury trials. The 
forecast project-generated trips were assigned to the roadway network and added to the 
existing a.m. peak hour and daily volumes to determine the short-term project impacts. 
The addition of the forecast project-generated trips to the existing conditions does not 
result in a change in LOS from acceptable to deficient at any study intersection or along 
any study roadway segment. Therefore, no significant impacts are forecast for any study 
intersections under Existing Plus Project conditions.  

The project is forecast to open in the year 2013. To evaluate traffic operations for the 
project opening year, a growth rate factor was applied to all intersections and roadway 
segments. Growth rate factors were calculated based on forecast year 2030 volumes 
prepared for the Downtown Community Plan Update. This cumulative condition was 
evaluated with and without the proposed project.  

Based on City of San Diego significant impact thresholds, no direct project impacts are 
identified for Existing or Cumulative conditions. Therefore, no mitigation is required.  

The project will provide 60 on-site parking spaces. These spaces will be restricted to 
judges and key court staff. All other vehicles will be required to park off-site in public 
parking lots. An inventory of available public surface parking lots revealed that there are 
874 parking spaces within a three block radius of the project site. A field occupancy 
survey conducted in March 2010 revealed that at 8:30 a.m., when the peak demand for 
parking for the courts would be occur, approximately 45% of the total surface parking 
spaces were unoccupied. The project would have a need for 370 parking spaces. 
Clearly this demand could be met by the surface parking spaces alone, with 395 parking 
spaces available at 8:30 a.m. However, there are over 1,700 public parking spaces 
available in parking structures near the project site. The demand for parking for the 
courthouse would be met both in the existing parking structures and parking lots. 
Therefore, there is sufficient parking within the three block radius to meet the parking 
demands of the courthouse.  

Although the project will remove 181 parking spaces that currently exist on the proposed 
site, the project will also reduce the demand for parking.  According to the trip 
generation analysis, the removal trips associated with the demolition of the existing 
courthouse and the demolition of the existing office buildings on the proposed site will 
result in a decline in parking demand by as much as 326 vehicles.  Therefore, the 
removal of the parking lot will not negatively impact the parking supply in the project 
vicinity. 












































































































































